
DX-234 Series

HOSE DOWN HEATER

The perfect solution for heating people and equipment in 
moist and corrosive, non-hazardous environments.

BENEFITS

•  All the necessary safety and temperature controls are built-in to a single 
package

•  Components and motor are factory-wired to a single terminal block for 
���H�O�G���Z�L�U�L�Q�J�����U�H�G�X�F�L�Q�J���L�Q�V�W�D�O�O�D�W�L�R�Q���W�L�P�H���D�Q�G���H�U�U�R�U�V

•  Heater, fan motor and controls are all connected at the same branch circuit

•  Stainless steel construction, epoxy-coated aluminum fan blade, and  
non-metallic NEMA 4X terminal enclosure

• ���������V�W�D�L�Q�O�H�V�V���V�W�H�H�O�����Q�Q�H�G���W�X�E�X�O�D�U���K�H�D�W�L�Q�J���H�O�H�P�H�Q�W

APPLICATIONS

Food Processing Plants | Marine and Offshore | Wastewater Treatment 
Plants | Dairies | Cement Plants | Car Washes | Power Generating Stations | 
Coal Handling Areas

DIMENSIONS

SPECIFICATIONS

Voltage 120V to 600V

Wattage 2kW to 47kW

Color / Finish �6�W�D�L�Q�O�H�V�V���6�W�H�H�O�����0�D�W�W�H���3�O�D�V�W�L�F

Heating Element �7�\�S�H�����������V�W�D�L�Q�O�H�V�V���V�W�H�H�O�����Q�Q�H�G���W�X�E�X�O�D�U

Construction
16 gauge corrosion resistant stainless steel housing and NEMA 4X control enclosure.
�$�G�M�X�V�W�D�E�O�H���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���O�R�X�Y�H�U�V�����F�D�Q���E�H���U�R�W�D�W�H�G�������|���W�R���G�L�U�H�F�W���D�L�U���R�Z���X�S�����G�R�Z�Q�����O�H�I�W���R�U���U�L�J�K�W��

Discharge Horizontal

�$�L�U���R�Z�������&�)�0 700 to 2400

Controls & Wiring
Automatic reset over-temperature cutout, fan delay relay, controlling contactor, transformer for 24V control circuit, terminal block for 
���H�O�G���Z�L�U�L�Q�J���D�Q�G���V�H�S�D�U�D�W�H���P�R�W�R�U���F�R�Q�W�D�F�W�R�U

Mounting Comes with stainless steel swivel mounting bracket for wall or ceiling installation

Warranty 1-year from date of installation (repair only)
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DX-234 Series

ORDERING GUIDE
 
Cat. No.

 
kW

 
Volts Phase

 
Amps CFM

Temp 
Rise

(ºC/ºF)

Weight 
(kg/lbs.)

DX-234-U11R-0020B 2 120 1 21 700 5 / 9 25 / 56
DX-234-U11R-0020C 2 208 1 12 700 5 / 9 25 / 56
DX-234-U11R-0020J 2 240 1 11 700 5 / 9 25 / 56
DX-234-U11R-0020N 2 277 1 10 700 5 / 9 25 / 56
DX-234-U11N-0030B 3 120 1 29 700 8 / 14 25 / 56
DX-234-U11N-0030C 3 208 1 17 700 8 / 14 25 / 56
DX-234-U11N-0030D 3 208 3 11 700 8 / 14 25 / 56
DX-234-U11N-0030J 3 240 1 15 700 8 / 14 25 / 56
DX-234-U11N-0030K 3 240 3 10 700 8 / 14 25 / 56
DX-234-U11N-0030N 3 277 1 13 700 8 / 14 25 / 56
DX-234-U11N-0030T 3 480 1 8 700 8 / 14 25 / 56
DX-234-U11N-0030U 3 480 3 5 700 8 / 14 25 / 56
DX-234-U11N-0030Z 3 600 3 4 700 8 / 14 25 / 56
DX-234-U11R-0050C 5 208 1 27 700 13 / 24 25 / 56
DX-234-U11N-0050D 5 208 3 16 700 13 / 24 25 / 56
DX-234-U11R-0050J 5 240 1 23 700 13 / 24 25 / 56
DX-234-U11N-0050K 5 240 3 15 700 13 / 24 25 / 56
DX-234-U11R-0050N 5 277 1 20 700 13 / 24 25 / 56
DX-234-U11R-0050T 5 480 1 12 700 13 / 24 25 / 56
DX-234-U11N-0050U 5 480 3 8 700 13 / 24 25 / 56
DX-234-U11N-0050Z 5 600 3 6 700 13 / 24 25 / 56
DX-234-U11N-0080C 7.5 208 1 39 700 19 / 35 25 / 56
DX-234-U11N-0080D 7.5 208 3 23 700 19 / 35 25 / 56
DX-234-U11N-0080J 7.5 240 1 34 700 19 / 35 25 / 56
DX-234-U11N-0080K 7.5 240 3 21 700 19 / 35 25 / 56
DX-234-U11N-0080N 7.5 277 1 29 700 19 / 35 25 / 56
DX-234-U11N-0080T 7.5 480 1 17 700 19 / 35 25 / 56
DX-234-U11N-0080U 7.5 480 3 11 700 19 / 35 25 / 56
DX-234-U11N-0080Z 7.5 600 3 9 700 19 / 35 25 / 56
DX-234-U11N-0090C 9 208 1 46 1450 11 / 20 25 / 56
DX-234-U11N-0090D 9 208 3 28 1450 11 / 20 25 / 56
DX-234-U11N-0090J 9 240 1 40 1450 11 / 20 25 / 56
DX-234-U11N-0090K 9 240 3 24 1450 11 / 20 25 / 56
DX-234-U11N-0090N 9 277 1 35 1450 11 / 20 25 / 56
DX-234-U11N-0090T 9 480 1 20 1450 11 / 20 25 / 56

 
Cat. No.

 
kW

 
Volts Phase

 
Amps CFM

Temp 
Rise

(ºC/ºF)

Weight 
(kg/lbs.)

DX-234-U11N-0090U 9 480 3 12 1450 11 / 20 25 / 56
DX-234-U11N-0090Z 9 600 3 10 1450 11 / 20 25 / 56
DX-234-U11N-0100D 10 208 3 30 1450 12 / 22 25 / 56
DX-234-U11N-0100J 10 240 1 44 1450 12 / 22 25 / 56
DX-234-U11N-0100K 10 240 3 27 1450 12 / 22 25 / 56
DX-234-U11N-0100N 10 277 1 39 1450 12 / 22 25 / 56
DX-234-U11N-0100T 10 480 1 22 1450 12 / 22 25 / 56
DX-234-U11N-0100U 10 480 3 14 1450 12 / 22 25 / 56
DX-234-U11N-0100Z 10 600 3 11 1450 12 / 22 25 / 56
DX-234-U11N-0120D 12 208 3 36 1450 14 / 26 25 / 56
DX-234-U11N-0120K 12 240 3 32 1450 14 / 26 25 / 56
DX-234-U11N-0120N 12 277 1 46 1450 14 / 26 25 / 56
DX-234-U11N-0120T 12 480 1 27 1450 14 / 26 25 / 56
DX-234-U11N-0120U 12 480 3 16 1450 14 / 26 25 / 56
DX-234-U11N-0120Z 12 600 3 13 1450 14 / 26 25 / 56
DX-234-U11L-0130D 12.5 208 3 37 2400 9 / 17 52 / 115
DX-234-U11L-0130K 12.5 240 3 33 2400 9 / 17 52 / 115
DX-234-U11L-0130U 12.5 480 3 17 2400 9 / 17 52 / 115
DX-234-U11L-0130Z 12.5 600 3 14 2400 9 / 17 52 / 115
DX-234-U11L-0150D 15 208 3 44 2400 12 / 21 52 / 115
DX-234-U11L-0150K 15 240 3 39 2400 12 / 21 52 / 115
DX-234-U11L-0150U 15 480 3 20 2400 12 / 21 52 / 115
DX-234-U11L-0150Z 15 600 3 16 2400 12 / 21 52 / 115
DX-234-U11L-0200U 20 480 3 26 2400 16 / 28 52 / 115
DX-234-U11L-0200Z 20 600 3 21 2400 16 / 28 52 / 115
DX-234-U11A-0250U 25 480 3 32 2400 19 / 35 52 / 115
DX-234-U11A-0250Z 25 600 3 26 2400 19 / 35 52 / 115
DX-234-U11A-0300U 30 480 3 38 2400 23 / 42 52 / 115
DX-234-U11A-0300Z 30 600 3 31 2400 23 / 42 52 / 115
DX-234-U11A-0350U 35 480 3 44 2400 27 / 48 52 / 115
DX-234-U11A-0350Z 35 600 3 35 2400 27 / 48 52 / 115
DX-234-U11A-0390U 38.4 480 3 48 2400 30 / 54 52 / 115
DX-234-U11A-0390Z 38.4 600 3 38 2400 30 / 54 52 / 115
DX-234-U11A-0470Z 47 600 3 47 2400 36 / 64 52 / 115

CONTROL OPTIONS (factory installed)
Cat. No. Description

D Power Disconnect Switch

L “Heater on” Pilot Light

M Secondary Manual Reset Over temperature Cutout. 

S Three-Position Selector Switch (heater-standby-fan)

T Built-in Thermostat 10 to 32ºC / 50 to 90ºF

V 120V Control Circuit, fused secondary and grounded

X 2-Stage Control

1004328 Washdown / corrosion resistant wall-mounted 
thermostat for non-hazardous locations  
4 to 38ºC / 40 to 100ºF

Control options are indicated by the last letter of the catalog number.


